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FIXTURES

Prismatic Reflector - AR Series 22�
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Prismatic Reflector - AP Series  16�
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Low Profile Mount with SSB substitute AR4 catalog number prefix
Low Profile Mount with HCP substitute AR5 catalog number prefix

Low Profile Mount with SSB substitute AR4 catalog number prefix
Low Profile Mount with HCP substitute AR5 catalog number prefix
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INDUSTRIAL
Series AP & AR options

F
li

Options: (Factory Installed)

Description
(a) Specify ballast voltage: (see Voltage Key)          Change (a)

         suffix to

        Reactor (277V) 27
        CWA 480V 5
SSB -Quad -volt  CWA (120V, 208V, 240V & 277V) M
        TRI-volt CWA (Canada 120V, 277V & 347V) T
HCP-CWA (120V, 208V, 240V & 277V) 1,3,4 or 2
        CWA (Canada 120V, 277V & 347V) 1, 2 or 6

Note: Ballast types with and M or T suffix are factory set at highest voltage

(b) Specify other options          Change (a)          Change (b)
         suffix to          suffix to

Single Fuse (CWA 120V, 277V or 347V)          1,2,6 or 27 F
           (Reactor 277V)

Dual Fuse (208V, 240V or 480V)          3, 4 or 5 F
Ballast Noise Suppressor (350C ambient maximum for 250W - 400W) N
2 Level (Contact Disc Lighting Team for availability)
Quartz Standby (includes 100W Q lamp) (CWA only) Q
Flat Acrylic Lens (200W -250W only) E
Acrylic Drop Prismatic Lens (200W - 250W only) A
Conical Lens (200W - 250W only) Y
Optical Chamber Air filter (use only with �E�, �A�  or �Y� lens) B
Wire Guard ( See accessories for fixtures without lens) W

Lens/Wire Guard Guard Combo Factory installed (available with �E� option only)

Accesssories:(Field Installed)
Description Catalog Number NSN
Double Mount Box (SSB mount only) DMB-22
Power Hook (HCP mount only) PH-(a)
(a) Specify ballast voltage (120V, 277V, 208V, 240V, 480V or 347V) (1, 2, 3, 4, 5 or 6)
Wire Guard (for fixtures without lens enclosure) WG-AP
Wire Guard with Relamp Hole WG-AP/OC
 (for fixtures without lens enclosures)
Receptacle Locking-type L5-15R (120V)

L6-15R (240, 280V)
L7-15R (277V)
L37*20R (347V)
L8-20R (480V)

Safety Chain with Lap Link (5�) SC-5

∇ Petite Lamp (ED-28 mogul base)        � Consult DISC Lighting Team for 450W availability

∇
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High Bay - A Series 16�
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Low Profile Mount with SSB substitute AR4 catalog number prefix
Low Profile Mount with HCP substitute AR5 catalog number prefix

Options: (Factory Installed)

Description
(a) Specify ballast voltage: (see Voltage Key)            Change (a)

                              suffix to

        Reactor (277V) 27
        CWA 480V  5
SSB -Quad -volt  CWA (120V, 208V, 240V & 277V)  M
         TRI-volt CWA (Canada 120V, 277V & 347V) T
HCP-CWA (120V, 208V, 240V & 277V) 1,3,4 or 2
        CWA (Canada 120V, 277V & 347V) 1, 2 or 6

Note: Ballast types with and M or T suffix are factory set at highest voltage

(b) Specify other options              Change (a)             Change (b)
             suffix to             suffix to

Single Fuse (CWA 120V, 277V or 347V) 1,2,6 or 27  F
           (Reactor 277V)

Dual Fuse (208V, 240V or 480V) 3, 4 or 5  F
Ballast Noise Suppressor (350C ambient maximum for250W - 400W) N
2 Level (Contact Disc Lighting Team for availability)
Quartz Standby (includes 100W Q lamp) (CWA only) Q

Accesssories:(Field Installed)
Description             Catalog Number  NSN
Cylindrical shroud (specify WH -white, BZ - Bronze CS-40( )
Double Mount Box (SSB mount only) DMB-22
High Bay Lens EHB-40
     with Optical Chamber Air Filter EHB-40B
Power Hook (HCP mount only) PH-(a)
(a) Specify ballast voltage (120V, 277V, 208V, 240V, 480V or 347V) (1, 2, 3, 4, 5 or 6)
Wire Guard WG-A
Wire Guard with Relamp Hole WG-A/OC
Receptacle Locking-type L5-15R (120V)

L6-15R (240, 280V)
L7-15R (277V)
L37*20R (347V)
L8-20R (480V)

Safety Chain with Lap Link (5�) SC-5

∇ Petite Lamp (ED-28 mogul base)        � Consult DISC Lighting Team for 450W availability
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